POWER STEERING FLUID

SOLID SHEET

True Brand® POWER STEERING FLUID is formulated to meet OEM requirements for General Motors, Ford, Chrysler,
Honda, ATF, ATF 3, most automobiles and light trucks. True Brand Power Steering Fluid restores quiet steering control
and also protects against wear, oxidation, corrosion, foaming, and clogging.

¢ Restores Quiet, Smooth Steering.

¢ Helps Condition Seals and 0-Rings.

¢ Protects Against Foaming and Clogging.
e Protects Against Wear.

e Protects Against Oxidation and Corrosion.

Truth - Application / Directions

Manual Fluid Change Directions:
e Remove old power steering fluid from reservoir.
e Add NEW fluid to “FULL”. (DO NOT OVERFILL)

¢ Run vehicle 5 to 6 minutes while turning steering wheel
to the left and to the right (purging system).

Power Steering Machine Directions: POWER STEERING
¢ Follow machine instructions.
e Drain and fill. (DO NOT OVERFILL)
e With NEW fluid turn steering wheel to the left and right =
to bleed air from system "F0R CENERAL MOTORS, FORD, CHRYSLER,
« Refill to full. (DO NOT OVERFILL) B

FLUID

= READ CAUTIONS ON BACK PANEL
= MADEINUSA. NET CONTENTS: 64 FL 0Z (1.893 L)

For best results, perform a power steering service
every 30,000 miles (48,000 km) or as recommended by
vehicle manufacturer.

Truth - Features / Benefits

¢ Restores secure, quiet, and smooth steering. iﬁ”‘- MSWG‘EE OF slncﬂ
e Helps condition seals and o-rings. THE GH : 198l

¢ Protects against foaming and clogging. i CH[\MPIONS ) ‘
¢ Reduces cost of repairs. R ST

e Protects against wear, oxidation, and corrosion.

¢ Helps remove wear metals, debris, and contaminants.

6 per case / 64 oz
Contact True Brand or your rep for more information. Part# T364




